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Sound Deadened Speed Rails Royal Series Underbar

Model:

Project:

Item #:

Qty:

Date:

Approved By:
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Model

Length

Depth
Wgt.
(lbs.)

RS-12 12” 5” 3

RS-18 18” 5” 3

RS-22 22” 5” 4

RS-24 24” 5” 4

RS-26 26” 5” 4

RS-28 28” 5” 5

RS-30 30” 5” 5

RS-32 32” 5” 6

RS-34 34” 5” 6

RS-36 36” 5” 7

RS-38 38” 5” 7

RS-40 40” 5” 7

RS-42 42” 5” 7

RS-46 46” 5” 8

RS-48 48” 5” 8

RS-54 54” 5” 9

RS-60 60” 5” 10

RS-66 66” 5” 11

RS-72 72” 5” 12

RS-78 78” 5” 13

RS-84 84” 5” 14

RS-90 90” 5” 15

RS-96 96” 5” 16

Model

Length

Depth
Wgt.
(lbs.)

RD-12 12” 10” 8

RD-18 18” 10” 9

RD-22 22” 10” 10

RD-24 24” 10” 10

RD-26 26” 10” 10

RD-28 28” 10” 11

RD-30 30” 10” 11

RD-32 32” 10” 12

RD-34 34” 10” 12

RD-36 36” 10” 12

RD-38 38” 10” 13

RD-40 40” 10” 13

RD-42 42” 10” 14

RD-46 46” 10” 14

RD-48 48” 10” 14

RD-54 54” 10” 15

RD-60 60” 10” 16

RD-66 66” 10” 17

RD-72 72” 10” 18

RD-78 78” 10” 19

RD-84 84” 10” 20

RD-90 90” 10” 21

RD-96 96” 10” 22

 � True to size

 � Stainless steel construction

 � Clad in sound deadening ABS black plastic

 � When purchased with equipment, speed rails are pre-drilled 
with hardware included for easy install

 � When purchased separately, no. 12 Stainless Steel Sheet 
Metal 5/8” long screws are required and not included.

Standard Features

Single Speed Rails Double Speed Rails

RS-30

RD-30
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