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3/4” Full Flow Wall Mount Faucets
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Royal Series Plumbing

WARNING: Plumbing connections should be made by qualified personnel who will observe all applicable plumbing, sanitary and safety codes.
California Proposition 65 Warning

 � ASME A112.18.1/CSA B125.1

 � NSF-61

 � NSF/ANSI 372

 � Meets ANSI A117.1 (ADA)

 � ¼ Turn high performance ceramic cartridge valves with built-in 
back flow preventers

 � Heavy Duty flanges with eccentric fittings for quick installation

 � Durable full range swing spout with double o-ring construction

 � Color-coded cross handles

 � Mounting kit included

 � Full replacement parts available

 � 1 Year Warranty

Product Compliance

Standard Features

Specifications
Mounting Style Wall Mount

Rough In Two 1-1/4” round holes on 8” Center

Water Inlet 3/4” NPT Female

Temp. Range 40°F - 180°F

Flow Rate 40 GPM max @ 60 PSI

Body Material Solid  chrome plated brass base

Weight 6.5 lbs.

Faucets
Model Spout Size

18-812L 3/4” Full Flow Faucet with 12” Spout

18-814L 3/4” Full Flow Faucet with 14” Spout

Replacement Parts
Model Description

21-350L Cold 1/4 Turn Ceramic Cartridge Valve

21-351L Hot 1/4 Turn Ceramic Cartridge Valve

21-458L 6-1/2” Swing Full Flow Spout

21-460L 12” Swing Full Flow Spout

21-461L 14” Swing Full Flow Spout

21-463L 18” Swing Full Flow Spout

21-465L 18” Jointed Full Flow Spout

21-467L 24” Jointed Full Flow Spout

18-812L


