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AC Adapter Hydro Generator Box Mount Transformer

Model  

16-199
Model 

16-516
Model  

16-501

 STANDARD FEATURES
 STANDARD FEATURES

 STANDARD FEATURES

SPECIFICATIONS
Length 70”
Inlet 1/2” NPSM Male
Outlet 1/2” NPSM Male

SPECIFICATIONS
Output Wire Length 10”
Input Wire Length 9”
Mount Length 4-3/4”
Mount Width 4-3/4”
Height 2-1/4”
Output 6.5V, 2.0A

 ▪ Provides power for one electronic faucet
 ▪ Eliminates the need for batteries
 ▪ Generates power by using the water flow
 ▪ No AC power required

 ▪ Box mounted power converter to power up to 8 
electronic faucets
 ▪ Compatible with 16-513 Daisy Chain Extension 
Cable
 ▪ Compatible with 16-514 5’ Long Extension 
Cable

Daisy Chain Extension Cable

Model  

16-513

 STANDARD FEATURES

 ▪ For connecting up to 8 electronic sensor 
faucets to a single power supply
 ▪ Compatible with 16-514 5’ Long Extension 
Cable
 ▪ For use with 16-199 AC Adapter or 16-516 
Box Mount Transformer

SPECIFICATIONS
Length 4’

5’ Long Extension Cable

Model  

16-514

 STANDARD FEATURES

SPECIFICATIONS
Length 5’

 ▪ 5’ long wire provides additional length
 ▪ Compatible with 16-513 Daisy Chain Extension 
Cable
 ▪ For use with 16-199 AC Adapter or 16-516 
Box Mount Transformer

SPECIFICATIONS
Length 70”
Output 5.9V, 2.0A

 ▪ Provides power for up to 8 electronic faucets
 ▪ Eliminates need for batteries
 ▪ Compatible with 16-513 Daisy Chain Extension 
Cable
 ▪ Compatible with 16-514 5’ Long Extension 
Cable


